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Soluciones para instalaciones en acero inoxidable

ARTICULO / ARTICLE:

A
ES

Codo 90° ISO / Codo 90° ISO

Caracteristicas principales / Main features:

e Material / Material: Acero inoxidable EN 10088 1.4404 (AISI-316L) / Stainless steel EN

10088 1.4404 (AISI-316L)

¢ Normas / Standards: Accesorio segun ISO 5251 (tolerancias), DIN 2605 Norma 3D y EN
10217-7 (tuberia) / Fitting according to 1ISO 5251 (tolerances), DIN 2605 Standard 3D and EN

10217-7 (tube).
e R=1,5xDN.

e Extremos para soldar a tope / Butt welding ports.

e Temperatura maxima de operacion / Maximum working temperature: 400 °C.
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Caodigo / Peso

Code (kg/ud)
304C200 8" 2191 2 305 5,21

Nota / Note:

Los valores mostrados en esta ficha son datos aproximados y meramente orientativos, que pueden verse alterados por factores como
el tipo de fluido, la densidad, la viscosidad y la rugosidad de la superficie del material.

INOXPRES, S.A no se responsabiliza de los célculos realizados por terceros, las ingenierias y los instaladores deben realizar sus
propios célculos y comprobaciones de las instalaciones proyectadas

La relacion comercial entre INOXPRES, S.Ay sus clientes, estara sujeta a las condiciones generales de venta publicada en el enlace
www.inoxpres.com/condiciones-generales-de-venta/

The values shown in this sheet are approximate and merely indicative data, which can be altered by factors such as the type of fluid, the
density, the viscosity and the roughness of the material's surface.

INOXPRES, S.A is not responsible for the calculations made by third parties, engineering companies and installers must carry out their
own calculations and checks of the planned installations.

The commercial relationship between INOXPRES, S.A and its clients will be subject to the general conditions of sale published in the
link www.inoxpres.com/condiciones-generales-de-venta/
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